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CROSS-CONNECT
Surface- and Wall-Mount Enclosures

Accessories

Cable entry adapters 

 BLANK RUBBER GROMMETS CABLE GLANDS MPO ADAPTERS 

“M” 

 

 

         

268-ACC01-2A0  268-ACC01-2B1 268-ACC01-2C1 268-ACC01-2H1 268-ACC01-2I1 268-ACC01-2J1 268-ACC01-2D1 268-ACC01-2E1 268-ACC01-2F2 268-ACC01-2G2 

“L” 
    

   

    

268-ACC01-1A0 268-ACC01-1B1 268-ACC01-1C1 268-ACC01-1D1 268-ACC01-1E1 268-ACC01-1F1 268-ACC01-1G1     

 

 cable diameters: cable diameters: connector type: 

 
≤20 mm 
(≤0.8 in) 

≤12 mm 
(0.5 in) 

≤8 mm 
(0.3 in) 

2 mm–6.5 mm 
(.08 in–.25 in) 

3 mm–8 mm 
(.12 in–.32 in) 

5 mm–12 mm 
(.20 in–.47 in) 

1 × MPO adapter, Type A 
black, flanged 

2 × MPO adapter, Type A 
black, flanged 

 grommet material: gland form-factor: connector mounting orientation: 

 TPE, UL 94 V-2 M12 M16 M20 lateral transversal lateral transversal 

  gland material:     

  polyamide/neoprene     

 bracket material: 1.5-mm (15-GA) aluminum alloy 

 bracket finish: black powder coating 

 mounting: four M3 CSK machine screws (included) 

 packing: individual PE bag 

268-ACC01-2G2


