CATS5E VOICE GRADE CABLE
RISER RATED (CMR) / 50 PAIR
24 AWG 100 CONDUCTOR (UTP)

054-455/BL

TRANSMISSION PERFORMANCE
Meets or exceeds ANSI/TIA-568.2-D
and ISO/IEC 11801 specifications

®

VERTICAL CABLE CRNsTRUCTION 50
; Conductors: 100
Simply Connect. Filler: Polyvinyl Chloride (PVC)
Screen: Unscreened (UTP)
CONDUCTORS .
DESCR I PTI ON Material: Solid Bare Annealed Copper
Size: 24 AWG
INI\&/?L{LA-II-ION Polyethyl PE)
i-Pai aterial: olyethylene
el 2B R Diameter: 0.0¥54 ¥n EO.&)O mm;
CMR Rated / Unshielded 50 Twisted Pairs (UTP) Cﬁ‘ée[a gg‘l'.\?l'é”ess 0.0062 in. (0.16 mm
. Total Mylar Spiral: 2125%
100 24-AWG Solid Bare Copper Conductors. Color Coding (& x 25 Twisted Pairs): Pair 1: White/Blue Pair 2: White/Orange

Pair 3: White/Green Pair 4: White/Brown Pair 5: White/Gray Pair 6: Red/Blue
Pair 7: Red/Orange Pair 8: Red/Green Pair 9: Red/Brown Pair 10: Red/Gray

F E ATU R E s Bg::: 115 I%IlgddBlue Pair 12: Black/Orange Pair 13: Black/Green Pair 14: Black/Brown

Gray Pair 16; Yellow/Blue Pair 17: Yellow/Orange Pair 18: Yellow/Green
Pair 19: Yellow/Brown Pair 20: Yellow/Gray Pair 21: Purple/Blue Pair 22: Purple/Orange
Pair 23: Purple/Green Pair 24: Purple/Brown Pair 25: Purple/Gray

JACKET

Supports 10/100/1000BASE-T applications

Suitable for high speed voice / data '\o/lagerig!: t 5’%‘5“-‘“%'&'%”"9 SPVC)
i H uter diameter: . n. . mm
Sppleatons ﬁﬂve?ge thiCkneS%:ERTICAL 400145?3033%[”' Q/'gglrﬂrg CMR UTP 50PR
- i i i arking: Cl us
2 MI'!Z bz.andW|dth supporting wide range 9 24 AWG CAT5E 350 MHz ANSI/TIA-568.2-D RoHS XXXXFT
of applications E\I7E"gTI$:I§AL 50V
. Oltage ratng: RMS
24 AWG Solid Copper Conductors Impe%anoe:g 100 £15Q
. . o .. . s <=
Easily identifiable pair insulation colors E%ﬁdo%(%’énd %pad%%% Unbalance: éggégg,;ﬁ%@m
nductor Resistance °C: m
Exceeds Ar:l:SIIT !A-568.2-D and ISO/IEC DG Resistance Inbalance: 2250
11801 specifications . MECHANICAL
CAN/CSA-C22.2 No. 214, RoHS compliant Before Tensile Strength (Mpa): >13.8 MPa
. Elongation After Aging (%): >100
Riser Rated (CMR) ,_?_\gin CgpditiotﬂsAﬂC ; h): (Mpa) 18%/1 GEfS g
A enslle stren er N a). = Ol unage
ETL listed Elongation After A ing g/u)g Pa) 2509 of unaged
Cold Bend (-40+2° Cx4hrs): No Crack
ENVIRONMENTAL
Operating temperature: -40 °F-167 °F (-40 °C-75 °C)
WEIGHT 110 Ib (49.9 kg)

Jacket
Twisted Pair

Filler

Co 00 <0 “©gp 00 <0 ‘0

Rip Cord

VERTICAL CABLE R(“'n-fs €“’
951.696.7772 California o Intertek
800.749.2447 Florida _
845.391.8318 New York verticalcable.com
713.322.7242 Texas

Rev. 3/2024

Subject to change without notice.



