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FEATURES

DESCRIPTION

VERTICAL CABLE
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845.391.8318 New York
713.322.7242 Texas

242 28 AWG SERIES

HIGH SPEED HDMI 2.0
WITH ETHERNET (CL3)
GOLD PLATED

Premium HDMI 2.0, Type-A Gold Plated, 
with Ethernet. 2K/4K - 60 Hz Refresh Rate.
CL3 Rated for In-Wall Installations.

•	 Premium HDMI Certified Cable
•	 Gold Plated Contacts, Type-A 19pin
•	 CL3 Rated for In-wall installations
•	 18Gbps, 2160P - UHD/HDR/3D/ARC
•	 2K/4K - 60 Hz Refresh Rate
•	 RoHS Compliant
•	 HDCP Compliant
•	 UL Listed

MECHANICAL
Connector:		   	 19 Pin Male 
Contacts:			   Gold Plated Copper

JACKET CONSTRUCTION	
Material:			   Polyvinyl Chloride (PVC)
Size:				    28 AWG
Outer Diameter:			  0.29 in. (7.30 mm)
Color:				    Black

ELECTRICAL TEST 
100% Test:			   Open Short, Miss Wire
Contact Resistance: 		  3 Ohm/M
Insulation Resistance: 		  DC 300 V 10 M Ohm
Dielectric Strength: 		  DC 500 V/min

JACKET MARKING:		  High Speed HDMI® Cable with
				    Ethernet E358133 (UL) TYPE CL3
				    28AWG-------AWM 20276 80°C 30V 

Certified by HDMI® Authorized Test Centers
Each individual length of these cables has been tested to ensure that it is 
capable of delivering the full 6.0Gbps/channel (18Gbps total) bandwidth 
required by the latest HDMI specification.

Once the cable has passed the rigorous testing procedure, HDMI Licens-
ing issues a Premium Certified Cable label, which includes a hologram 
and 2D barcode, so you can trust that the cable will deliver the highest 
level of HDMI performance.

242-037/15FT HDMI Cable, 15 Feet
242-038/25FT HDMI Cable, 25 Feet


